
Temperature Monitor Bluetooth Quickstart Guide 

1. Quick Install  

a. Initial Setup 

First step after receiving the product is putting the sensors on a charger by either using 
the supplied charging and storage box or any USB-C charging device (power bank also 
possible).  

b. Power-up 

The system can now be powered up. To power up the device remove it from the 
charging and storage box or remove the magnetic enclosing. Once removed the device 
automatically boots up, the status LED on the device should turn blue and, after the 
initialization period passes, the status LED switches off. This signals that the device is 
ready for transmitting data over BLE.  

c. Mobile – Installation 

Harry´s Lap Timer or GPS/OBD Buddy (iOS/Android) 

Connecting to the device:  

1.) Download the latest version of the 
application. 
 

2.) If you have GPS/OBD Buddy, buy the 
Tires view add-on to be able to see the 
tire temperatures. 
 

3.) Open the application and go to the 
Tire views: 

  

4.) The tire temperature device will 
connect automatically if powered on. 
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Configuring the device: 

 
1.) Go to Administration: 

 

2. Go to Sensor List: 

 
 
3.) Add tire sensors: 

 

 
4.) Adjust settings: 

 
 
The configuration is validated by the sensor, and if not, it will not be applied. 
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2. . Physical Installation 

3. Before installing the sensor in its final position, please ensure that the sensor is 
correctly linked with the receiving device! Please take care of the correct mounting 
position shown in figure 1 (camera facing downwards). 

  

Figure 1 – Mounting position (All dimensions in mm) 
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Figure 2 – Channel assignment / sensor data order 
 
 

 
 
Figure 3 - Visual Representation of channel assignments (measures in millimeters) 


